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New Products Release !

Wired Remote Controller
UTY-RVNYN

Zone Control Interface
UTY-CDPXZC, UTY-CDPXZD

① Zone Setting

Dampers can be opened and closed 
individually.
Zone names can also be freely rewritten.

② Zone group setting

Multiple zones can be grouped as 1 Zone 
group.
For example, batch operation by one button 
operation is possible by registering Zone5 -  
Zone8 to Day.
(Zone group name can be freely rewritten.)

Up to 8 dampers can be connected to the 
Zone Control Interface and controlled.

Zone Control System Features

The air conditioning to each room is controlled by opening and closing a damper.

Optional parts

* The damper is procured at the site.

: Remote Sensor

: Indoor unit

: Zone Control Interface

: Wired Remote Controller

: Damper

③ Dampers up to a maximum of 
     8 zones can be operated.

Zone Control System controls the air conditioning of 
each room (Zone) by the air conditioning system with 
forced draft air duct to reach the pleasant room temperature.

(Optional parts)
Zone Control System
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Feature explanation

Dimensions

Wired Remote Controller (UTY-RVNYN) Zone Control Interface (UTY-CDPXZC, UTY-CDPXZD)

Distributed by :
•Actual products’ colors may be different from the colors shown in this printed material.
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Ø15 Hole For
Remote  Controller
Ø15 Hole For
Power supply (240V) Ø15 Hole For Damper

Ø15 Hole For
Connection cable (Indoor unit)
Remote sensor (Option)
 

Ø15 Hole (UTY-CDPXZC only)
For Power supply 

Ø15 Hole For
Connection cable (Indoor unit)
Remote sensor (Option)
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*8×2: Indoor unit On/Off and temperature and Open/Close can be set up to 
8 times/day by weekly timer.
Since the Weekly timer can set the schedule for 2 weeks, different 
setting can be used for summer and winter.

Period
On/off, Temp, mode, time, per day

On / Off
Operation mode setting
Fan speed setting
Room temp. setting
Room temp. set point limitation
Test operation
Economy mode setting

Error Code
Defrosting
Current time
Day of week
R.C. prohibition
Address display
Room temp
Summer time (Daylight saving time)
Backlight
Filter sign

Schedule timer

On/off timer
Auto off timer
Day off
Min. unit of timer setting (Minutes)

Air conditioning control function

Display

Week
8 × 2

10 - 30

Timer

Child lock
Part lock
Password setting 

Error history

Key lock

Zone setting (On / Off)
Room temperature sensor setting
Weekly timer
Zone group setting (Day / Night / All)
Name setting (Zone / Sensor / Group)

Control

Zone setting

N807

All products specified in this brochure 
comply with the Australian
Communications Authority's (ACA)
requirements for Electromagnetic
   

Fujitsu General (Thailand) Co., Ltd.

ISO 9001
Certified number : 01 100 89394

ISO 14001
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Products

Connectable Product

Capacity (kw)

Model code

8.8

30

10.6

36

13.2

45

15.8

54

17.6

60

22.4

72

26.4

90

ARTG30L ARTG36L

ARTG45L ARTG54L

ARTG36L ARTG45L ARTG54L ARTG60L

ARTC72L ARTC90L

• When using an AC24[V] power supply damper. • When using an AC240[V] power supply damper.

Zone Control System Configuration Example

Always necessaryAlways necessary Purchase when air conditioning at the room 
temperature of another room.
　　　　

Inverter Ducted Split Systems - High Static

UTY-XSZX
Remote Sensor

UTY-RVNYN
Wired Remote Controller

UTY-CDPXZC *1, UTY-CDPXZD *2

Zone Control Interface

Power 
Supply

*1 AC24V damper
    (Connection system: RJ12 type)
*2 AC240V damper
    (Connection system: Terminal Block Type)

Model
Zone

UTY-CDPXZC
1 - 8
1Ø 

AC240[V]
AC24[V]
50[Hz]

UTY-CDPXZD
1 - 8

1Ø 
AC240[V]

50[Hz]

Zone Control Interface
(UTY-CDPXZC)

Remote Sensor

Wired Remote Controller

Damper

Indoor unit

Outdoor unit

(Single phase)

(Single phase)

(Three phase)

(Three phase)

Power supply
AC240[V]

Power supply
AC24[V]

(for Damper)

Zone Control Interface
(UTY-CDPXZD)

Remote Sensor

Wired Remote Controller

Damper

Indoor unit

Outdoor unit

Power supply
AC240[V]

Energy saving using weekly timer

Opening and closing of dampers can be scheduled to match daily life by using the weekly timer function.
Scheduling to match indoor unit set temperature and operation ON/OFF is also possible.

User friendly function

Key lock function

Example

AM6:00 AM8:00

AM6:00 AM8:00 PM12:00 PM5:00 PM7:00 PM9:00 PM11:00

PM5:00 PM9:00 PM11:00

ON ONOFF OFFAir Conditioner

Damper
Living room

Kitchen

Bed room 1

Bed room 2

Set temp.
26°C
24°C

Open Close Open Close

Open Close Open Close

Open

Open

Close

Close

Room Temperature display 
• The room temperature is displayed on the main screen.

The room temperature is 
sensed from here.

Monitor screen

Easy to understand display by full dot screen. 
• "Mode", "Set Temp." and "Fan" are displayed at large size on the top screen.
• Each function to be set is indicated by an icon.
• Control guide is displayed and operation is simple and straightforward.
• Backlight is mounted.

Child lock 
• This function locks all control.

Password setting 
• Unwanted functions can be restricted.
• Password is necessary to be operated.

Part lock
• This function locks setting menu easily.

Functions with this mark are restricted.

Icon display 
(Weekly time)

Set temperature

  Control guide display


